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FUNCTIONS 


Mode Dial 


Self-timer Lamp 


Power Button 


Battery Cover/ 

Battery Compartment 



Flash 


Flash Control Sensor 
Strap Mount 


Flash Pop-up Button 


Video Socket 
xD-Picture Card^^ Slot 


IN 5V (Power lnput)Socket 
USB Socket 


Adapter Ring 


Viewfinder 


LCD Monitor 



Shutter Button 


Strap Mount 


4-direction Button 


MENU/OK Button 


DISP/BACK Button 


Light Viewfinder Button 


Simulated LCD display image 


SPECIFICATIONS 


DIGITAL CAMERA FinePix S3100 


Number of effective pixels* 

4.0 million pixels 


CCD sensor 

1/2.7-inch square pixel CCD with RGB filter 
Number of total pixels: 4.23 million pixels 


Number of recorded pixels 

Still image: 2272x1704 (3.87 million)/! 600x1 200/1 280x960/640x480 pixels 
Movie: 320x240/160x120 pixels (10 frames/sec.), without sound 

Storage media 

xD-Picture Card™ (16MB to 512 MB) 


File format 

Still image: JPEG (Exif Ver 2.2**)/Movie:AVI (Motion JPEG ) 
[Design rule for Camera File system compliant/DPOF-compatible] 



Number of images /recording time 

Still image 


Quality 

4M Fine 

4M Normal 

2M 

IM 

0.3M 

Number of 
recorded pixels 

2272x1704 

2272x1704 

1600x1200 

1280x960 

640x480 

DPC-16 (16MB) 

8 

16 

25 

33 

122 

DPC-32 (32MB) 

16 

32 

50 

68 

247 

DPC-64 (64MB) 

33 

66 

101 

137 

497 

DPC-128 (128MB) 

66 

132 

204 

275 

997 

DPC-256 (256MB) 

134 

266 

409 

550 

1997 

DPC-512 (512MB) 

268 

532 

818 

1101 

3993 


Movie (Without sound) 

Quality 

320x240 

160x120 

DPC-16 (16MB) 

Approx. 98 sec. 

Approx. 5.6 min. 

DPC-32 (32MB) 

Approx. 199 sec. 

Approx. 11.3 min. 

DPC-64 (64MB) 

Approx. 6.6 min. 

Approx. 22.7 min. 

DPC-128 (128MB) 

Approx. 13.3 min. 

Approx. 45.5 min. 

DPC-256 (256MB) 

Approx. 26.7 min. 

Approx. 91.2 min. 

DPC-512 (512MB) 

Approx. 53.5 min. 

Approx. 182.5 min. 


The number of images and recording time will vary slightly 
depending on the type of subject. 


Lens 

Fujinon 6x optical zoom lens, F 2.8 - F 3.0 

Lens focal length 

Equivalent to 39 - 234 mm on a 35 mm camera 

Foens 

Auto focus 

Foens distance 

Normal: Approx. 80 cm/2. 6ft. to infinity 
Macro: Approx. 10 cm - 80 cm/3.9 in.- 2.6 ft. 

Shntter speed 

Auto / SP:l/4 sec. to 1/1500 sec. (combined with mechanical shutter) 

SP (Night scene mode only): 2 sec. to 1/250 sec. Manual (A.priority): 1/2 sec. to 1/1500 sec. 

Apertnre 

Automatically selected: F2.8/F4.8/F8.2 (Wide-angle), F3/F5.2/F8.7 (Telephoto) 

Sensitivity 

Equivalent to ISO 100 (automatically set between ISO 64 to 250, 
depending on conditions) 

Exposnre control 

64-zone TTL metering 

Exposnre mode 

Programmed AE 

White balance 

Automatic 

Manual: Fine, Shade, Fluorescent light (Daylight), Fluorescent light (Warm White) 
Fluorescent light (Cool White), Incandescent light 

Electronic viewfinder 0.3 3 -inch low temperature polysilicon TFT (approx. 1 10,000 pixels). 
Approx. 88% (NTSC), 86% (PAL) covarage 

LCD monitor 

L5-inch amorphous silicon TFT (approx. 62,000 pixels) 
Approx. 87% (NTSC), 85% (PAL) covarage 

Flash 

Auto flash using flash control sensor 

Effective range: Wide angle (0.8 m - 3.5 m/2.6 ft - 1 1.5 ft) 

Telephoto (0.8 m - 3.5 m/2.6 ft - 1 1.5 ft) 

Flash mode: Auto, Red-eye Reduction, Forced Flash, 

Suppressed Flash, Slow Synchro, Red-eye Reduction -i- Slow Synchro 

Self-timer 

Approx. 10 sec. delay 

Video ontpnt 

NTSC/PAL selectable 

Digital interface 

USB 

Power sonree 

4 AA alkaline batteries (included), 4 AA type Ni-MH batteries, 
or AC power adapter AC-5 VH/AC-5VHS (optional) 

Dimensions 

99.7 (W) X 77.3 (H) x 69.3 (D) mm/3.9 (W) x 3.0 (H) x 2.7(D) in. 

Weight 

Approx. 285g/10.1oz. (excluding batteries and media) 


Camera functions 

Digital Zoom Shooting: 3 Ax (640x480 pixels), 1.7x (1280x960 pixels), 

1.4x (1600x1200 pixels) 

Playback: 4x (640x480 pixels), 8x (1280x960 pixels), 

lOx (1600x1200 pixels), 14x (2272x1704 pixels) 

Shooting modes Auto, Scene Position (Portrait, Landscape, Sports, Night Scene), Manual 

Movie recording 320x240 pixels: 10 frames/sec., up to 60 sec. 

160x120 pixels: 10 frames/sec., up to 240 sec. 

Without sound, AVI format (Motion JPEG) 


Playback Single frame (with max. 14x Playback zoom), 9 Multi-frame 

Moniter brightness up Available (This function is enable for only each time shooting.) 


Accessories included 16 MB xD-Picture Card ™, 4 AA type alkaline batteries. Lens cap. 
Adapter Ring, Shoulder strap, USB Cable, Video Cable 
CD-ROM (USB driver, FinePix Viewer, ImageMixer VCD2 for FinePix) 
* Number of effective pixels: The number of pixels on the image sensor which receive input 

light through the optical lens, and which are effectively reflected 
in the final output data of the still image. ^ 

** Exif 2.2 is a newly revised digital camera file format that contains •i*m%** 
a variety of shooting information for optimal printing. 



Windows® XP compatible 


World standard PictBridge compatible 

PictBridge 

Specifications are subject to change without notice. 



OPTIONAL ACCESSORIES 





xD-Picture Card™ 
DPC-16 (16MB) 
DPC-32 (32MB) 
DPC-64 (64MB) 
DPC-1 28 (128MB) 
DPC-256 (256MB) 
DPC-512 (512MB) 
PC Card Adapter 
DPC-AD 





Battery Charger with Battery 
BK-NH / BK-NH2 


Rechargeable Battery 
2HR-3UF 

(2xAA typeNi-MH) 


Tele Conversion Lens 
TL-FX9/FX9B 

• X1.5 

• Built-in Flash cannot be 
used with this unit. 


Wide Conversion Lens 
WL-FX9/FX9B 

• X0.79 

• Built-in Flash cannot be 
used with this unit. 


Soft case 
SC-FX 304 


Microsoft, Windows, and Windows logo are trademarks, or registered trademarks of Microsoft Corporation in the United 
States and/or other countries. Macintosh and Mac OS are trademarks of Apple Computer, Inc., registered in the U.S. and 
other countries. All other trademarks are the property of their respective holders. 


For more information on the fuil range of Fujifiim digitai products, piease visit 
our Website: http://home.fujifilm.eom 


^ FUJIFILM 

FUJI PHOTO FILM CO., LTD. 

26-30, NISHIAZABU 2-CHOME, MINATO-KU, TOKYO 106-8620, JAPAN 


Ref. No. EB-405EU (SK-04-07-F1 120-F9711) Printed in Japan © 2004 Fuji Photo Film Co., Ltd. 
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JPEG mode, 2272x1704 pixels, 1/400 sec, f/8.0, ISO 64 equivaleni 


igh Performance Made 
ighly Portable 



^-megapixel image quality 

The FinePix S3100 utilizes 4.0 million effective pixels (2272x1704 pixels) to produce 
superb high-resolution image quality. You’ll also enjoy the full benefits of Fujifilm’s 
state-of-art digital and image processing technologies thanks to the newly developed 
image processor. This advanced system delivers remarkably true-to-life color 
reproduction and tonality by precisely analyzing lighting conditions, and the color 
and tone of your subject. 



BX optical zoom. 3.-4X digital zoom 

The professional quality Fujinon 6X optical zoom lens (equivalent to 39 - 234mm on a 35mm camera) 

assures sharp images throughout the entire zoom range. For even more reach, 

the 3.4X digital zoom can extend total zoom ratio all the way to 20. 4X (795mm equivalent). 




Wide angle 3X optical zoom 6X optical zoom 6X optical plus 3.4X digital zoom 


Versatile shooting functions 



jailiil The camera automatically and intelligently controls all parameters for 
Auto Mode Capturing quality pictures. 

^ The Scene Position mode optimizes settings designed for Portrait, Sports, 
Scene Position Landscape and Night Scene, for beautiful customized results. 


1 ^ The camera gives you creative control through manual settings for exposure. 
Manual Mode flash intensity, white balance, and more. 

jg The camera is capable of recording smooth, detailed QVGA-sized 
Movie (320x240 pixels) movies without sound. 



Landscape 



Macro Shooting 



Slow Synchro Shooting 


User-friendly electronic viewfinder CEVFD 


The FinePix S3100’s electronic viewfinder displays all the 
shooting information you need to take great pictures. And 
the view is always bright and sharp, even in full sunlight. 



Extending your photographic horizons 

Extended the focal length of your FinePix S3100 by attaching the optional 1.5X Tele Conversion Lens 
(equivalent to approximately 351mm on a 35mm camera) or the 0.79X Wide Conversion Lens 
(approximately 31mm equivalent). 



“Tele Converts ion Lens 



234mm, 6X optical zoom 351mm, 6X optical zoom + Tele Conversion Lens 


Wicde CConve lesion Lens 



39mm, wide angle 31mm, wide angle + Wide Conversion Lens 


Direct printing without a PC 

The FinePix S3100 supports the PictBridge standard, 
allowing you to send your image files to any 
PictBridge-compatible printer for computer-free printing. 


PictBridge 


Other features 

■ High-performance Auto Focus 

■ Multi-language LCD monitor (supports six languages) 

■ Included FinePixViewer software for easy transfer of your images to any PC 








